
APPENDIX I  
SUPPLEMENTAL INFORMATION RELATED TO HAULING & UTILIZATION 

 
The following appendix describes the guidelines for wood hauling and utilization. At this time, it is 
unknown how much commercial and non-commercial volume might result from this project, but the 
purchase of any commercial volume, i.e. trees over 7 inches DBH, will be subject to an agreement.  
 
Contractors should indicate the following in their bid: 

• Contractor is interested in purchasing any commercial volume that may come from this 
project? (yes/no) 

• If contractor is interested in purchasing commercial volume from project, please provide a 
proposed timber stumpage rate starting at $3 per CCF for product removed.  

• If contractor is not interested in purchasing commercial volume from project, please disregard 
and complete bid and proposal as otherwise requested.  

 
Contractor must haul trees to an offsite landing where wood removed from USFS and private lands must 
be decked separately.  
 
Contractor should identify a preferable offsite landing, which must follow guidelines for Mountain Pine 
Beetle sanitation and removal: 

• Wood must be hauled at least 3 miles from project site. 
• Wood must be hauled and decked in an area that it at least 3 miles from any forested stand 

containing lodgepole pine and/or Ponderosa pine.  
 
If contractor does not have a preferable offsite landing, please contact NFF to discuss options prior to 
submitting a bid.   
 
All extents of the landing locations shall be flagged by the Contractor to be approved by the designated 
NFF representative (Colorado State Forest Service Forester) prior to use. Landing shall need to be 
approximately 10 acres.  
 
All extents of the landing locations shall be flagged by the Contractor to be approved by the designated 
government official prior to use. The cleared or excavated size of landings shall not exceed that needed 
for efficient piling, loading and hauling operations. Out slope landings away from the road such that 
surface runoff drains away from the road. Landings shall be prohibited on any slope greater than 5 
percent. Use existing landings where practicable and in conformance with all erosion control measures. 
Landings shall be prepared prior to yarding to facilitate complete removal of chips/grindings from 
landings. 
 
Landings shall be ripped or scarified when operations are complete and shall have any residual 
chips/grindings or logging slash mixed in with the soil when scarified. Depth of chips/grinding or slash 
materials may not exceed 4.0 inches when complete. Landings shall be rehabilitated to their natural 
slope and contour. The Contractor shall be responsible for providing water, additional rock, gravel, 
grading or other materials needed for operability of the landings. 
 
Visual inspection or measurement of landing perimeter using measuring tape or GPS to ensure landing 
did not exceed approved size. Visual estimate of additional trees to make sure they have been 



designated with blue paint. Visual inspection to ensure scarification. Rework at contractor’s expense, 
which could include scarifying and slashing any disturbed ground outside of designated landing location. 
 
The contractor shall maintain roads to allow for semi-trucks to haul all materials offsite.  
 
Upon completion of all project requirements, post haul maintenance shall be completed on all Level 2 
and Level 3 roads used for hauling. This work may include but is not limited to, surface blading, surface 
repair, maintaining or repairing drainage structures, and removing logging slash from ditches. 
 
Hauling of materials offsite to landing agreed upon by contractor and NFF will be priced based on a 
tiered pricing schedule, and will be paid per load. As described in the RFP, please fill in the pricing 
schedule for hauling and include with your bid and proposal.  
 

Number of Loads (Please insert 
a range) 

Equipment Type Price per Load 

Ex: 1-50; 50-100; 100-200   
   
   
   

 
 
 


